**Mono 350W Module**

**JAM72S01 330-350/SC/1000V Series**

**Introduction**

This time-tested legacy module series has been proven to be one of the powerful and most reliable products offered by JA Solar and the most popular choice by PV system installers and customers around the world.

- **5 busbar solar cell design**
- **Higher output power**
- **Excellent low-light performance**

**Superior Warranty**

- 12-year product warranty
- 25-year linear power output warranty

**Comprehensive Certificates**

- IEC 61215, IEC 61730
- ISO 9001: 2015 Quality management systems
- ISO 14001: 2015 Environmental management systems
- OHSAS 18001: 2007 Occupational health and safety management systems

JA Linear Power Warranty  □  Industry Warranty
**OPERATING CONDITIONS**

- **Maximum System Voltage**: 1000V DC (IEC)
- **Operating Temperature**: -40°C~+85°C
- **Maximum Series Fuse**: 20A
- **Maximum Static Load, Front**: 3600Pa, 1.5
- **Maximum Static Load, Back**: 1600Pa, 1.5
- **NOCT**: 45±2°C
- **Application Class**: Class A

**CHARACTERISTICS**

- **Current-Voltage Curve**: JAM72S01-340/SC/1000V
- **Power-Voltage Curve**: JAM72S01-340/SC/1000V
- **Current-Voltage Curve**: JAM72S01-340/SC/1000V